
2-22BT 155

TANGENTIAL INLET FOR BETTER DUST

SEPARATARAARA ION FROM THE FILTHE FILHE FIL ER 

MANUAL FILTER CLEANING DEVICE

CONTAINER, FILTER CHAMBER AND TOP COVER

MADE IN AISI 304 STAINLESS STEEL

IN ACCORDANCE TO ATEX STANDARD 

WORK EFFICIENCY

28

TWO-STAGE SIDE

CHANNEL TURBINE

SECONDARY HEPA F

TANK QUTT ICK RELEASE

FOR FAST DFOR FAST DIISPOSAL SPOSAL 

POLYESTER POCKET FILTER AVAILABLE:

TYPE OF APPLICATION

DEGREE OF SPECIFICITY

DUST

TECHNICAL DATAS

MOTORIZATION

POWER

VOLTAGE

FREQUENCY

AIR FLOW

MAX DEPRESSIOAA N

VACVV UUM VALUUM VUUM V VALAL E

CAPACITY

DIMENSIONS

WEIGHT

FILTER SHAKER

FILTER TYPE

SURFACE

FILTRATION/PROPERTIES

BTP 155

M-ANT

2-22

TURBINE

400 V

50-60 Hz

320 mBar

240 mBar

MANUAL

POCKET

20000 CM2

M - ANTISTATIC

BTP 155

M-ANT - EKU

2-22

TURBINE

400 V

50-60 Hz

320 mBar

240 mBar

MANUAL

POCKET

20000 CM2

M - ANTISTATICO

FLAMEPROOF

BTS 155

M-ANT 

2-22

TURBINE

400 V

50-60 Hz

530 mBar

400 mBar

MANUAL

POCKET

20000 CM2

M - ANTISTATIC

BTS 155

M-ANT - EKU

2-22

TURBINE

400 V

50-60 Hz

530 mBar

400 mBar

MANUAL

POCKET

20000 CM2

M - ANTISTATICO

FLAMEPROOF

MAXMIN

GENERAL DUST

FINE DUST

DUST AND SOLIDS

LIGHT AND VOLUMINOUS

DUST AND LIQUIDS

OIL METAL CHIPS

 FILTER (OPTIONAL)

The BT ATEX models are industrial vacuum cleaners of the 

2-22BT 75

TANGENTIAL INLET FOR BETTER DUST

SEPARATARAARA ION FROM THE FILTHE FILHE FIL ER 

MANUAL FILTER CLEANING DEVICE 

CONTAINER, FILTER CHAMBER AND TOP COVER

MADE IN AISI 304 STAINLESS STEEL

IN ACCORDANCE TO ATEX STANDARD 

STORAGE CONTAINER 

TECHNICAL DATASWORK EFFICIENCY

MOTORIZATION

POWER

VOLTAGE

FREQUENCY

AIR FLOW

MAX DEPRESSIOAA N

VACVV UUM VALUUM VUUM V VALAL E

CAPACITY

DIMENSIONS

WEIGHT

FILTER SHAKER

FILTER TYPE

SURFACE

FILTRATION/PROPERTIES

TURBINE

230 V

50 Hz

320 m3

300 mBar

200 mBar

75 L

MANUAL

POCKET

20000 CM2

M - ANTISTATIC

BT 751

M-ANT

2-22

TURBINE

230 V

50 Hz

300 mBar

200 mBar

75 L

MANUAL

POCKET

20000 CM2

M - ANTISTATICO

FLAMEPROOF

BT 751

M-ANT - EKU

2-22

TURBINE

400 V

50-60 Hz

320 mBar

250 mBar

75 L

MANUAL

POCKET

20000 CM2

M - ANTISTATIC

BT 753

M-ANT 

2-22

TURBINE

400 V

50-60 Hz

320 mBar

250 mBar

75 L

MANUAL

POCKET

20000 CM2

M - ANTISTATICO

FLAMEPROOF

BT 753

M-ANT - EKU

2-22

27

SECONDARY HEPA FILTER (OPT

TANK QUANK QUTT IICK RELEASECK RELEASE

FOR FFOR FAST DISPOSAL 

POLYESTER POCKET FILTER AVAILABLE:

TYPE OF APPLICATION

   DEGREE OF SPECIFICITY

DUST

MAXMIN

GENERAL DUST

FINE DUST

DUST AND SOLIDS

LIGHT AND VOLUMINOUS

DUST AND LIQUIDS

OIL METAL CHIPS

LTER (OPTIONAL)

SIDE CHANNEL TURBINENE


