
The BT models are industrial vacuum cleaners of 

the 

be powered with single-phase or three-phase turbine. 

general aspiration of dust, and their

channel turbine which allows continuous use. 

  BT 75       TANGENTTT IAL INLET FOR BETTER DUST SEPARATION FROM THE FILTER

VOLTAGES AVAILA AV AV BLE:

220 V - 60 HV Z 480 - V - 60 HZV 500 V - 60 HZV 575 V - 60 HZ       V

TECHNICAL DATAS

MOTORIZATION

POWER

VOLTAGE

FREQUENCY

AIR FLOW

MAX DEPRESSIOAA N

VACVV UUM VALUUM VUUM V VALAL E

CAPACITY

DIMENSIONS

WEIGHT

WT 751

TURBINE

230 V

50 Hz

300 mBar

200 mBar

75 L

WT 753

TURBINE

400 V

50-60 Hz

320 mBar

250 mBar

75 L

  WT 75      CENTRAL INLET FOR SIMULTANEOUS SUCTION OF DUST, SOLIDS AND LIQUIDS

WORK EFFICIENCY WT 75

MAXMIN

GENERAL DUST

FINE DUST

DUST AND SOLIDS

LIGHT AND VOLUMINOUS

DUST AND LIQUIDS

OIL METAL CHIPS

The WT models are among the most popularWT

solid or liquid.

perform. 
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TYPE OF APPLICATION

DEGREE OF SPECIFICITY

DUST AND LIQUIDS

WORK EFFICIENCY BT 75

MAXMIN

GENERAL DUST

FINE DUST

DUST AND SOLIDS

LIGHT AND VOLUMINOUS

DUST AND LIQUIDS

OIL METAL CHIPS

VOLTAGES AVAILA AV AV BLE:

220 V - 60 HV Z  480 - V - 60 HZ V  500 V - 60 HZ V  575 V - 60 HZ       V

TECHNICAL DATAS

MOTORIZATION

POWER

VOLTAGE

FREQUENCY

AIR FLOW

MAX DEPRESSIOAA N

VACVV UUM VALUUM VUUM V VALAL E

CAPACITY

DIMENSIONS

WEIGHT

BT 751

TURBINE

230 V

50 Hz

300 mBar

200 mBar

75 L

BT 753

TURBINE

400 V

50-60 Hz

320 mBar

250 mBar

75 L

TYPE OF APPLICATION

DEGREE OF SPECIFICITY

DUST

BT 75 / WT 75

POLYESTER POCKET FILTER AVAILABLE:

ARY HEPA FILTER 

(OPTIONAL)

SIDE CHANNEL TURBINE

INTALLATION

LLECTION BAGS 

(OPTIONAL)

NE (OPTIONAL)

UICK RELEASE

AST DISPOSAL 

SECONDARY 

KIT FOR 

OF DISPOSABLE COLLECT

CYCLONE (O

TANK QUTT

FOR FAST D
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CENTRAL INLET FOR SIMULTANEOUS SUCTION

OF DUST, SOLIDS AND LIQUIDS 

MANUAL FILTER CLEANING DEVICE 

STORAGE CONTAINER 

TANGENTTT IAL INLET

FOR BETTER DUST SEPARATION FROM THE FILTER


