
PN BAG

LONGOPAC®

MAXMIN

GENERAL DUST

FINE DUST

DUST AND SOLIDS

LIGHT AND VOLUMINOUS

DUST AND LIQUIDS

OIL METAL CHIPS

WORK EFFICIENCY TECHNICAL DATDADA ASTT

SUCTION UNIT

SUPPLY PRESSURE

AIR CONSUMPTION

FILTILIL ER SHAKER

FILTILIL ER CLASS

STANDARD TT FILTILIL RATRARA ION

FILTILIL RATRARA ION OPTIONAL

AIR FLOW

MAX DEPRESSION

VACUUM VALVE

HARVESTING SYSTEM

DIMENSIONS

WEIGHT

VENTURI

SEMI - AUTO

2

M

M + HEPA

LONGOPAC®

PN BAG

2-22

SUCTION UNIT

SUPPLY PRESSURE

AIR CONSUMPTION

FILTILIL ER SHAKER

FILTILIL ER CLASS

STANDARD TT FILTILIL RATRARA ION

FILTILIL RATRARA ION OPTIONAL

AIR FLOW

MAX DEPRESSION

VACUUM VALVE

HARVESTING SYSTEM

DIMENSIONS

WEIGHT

VENTURI

SEMI - AUTO

2

M

M + HEPA

LONGOPAC®

PN BAG

1-21

46

TYPE OF APPLICATION

DEGREE OF SPECIFICITY

DUST

2-22 1-21

VENTURI

TANGENTTT IAL INLET FOR BETTER DUST

SEPARATION FROM THE FILTER 

STORAGE CONTAINER

IN ACCORDANCE TO ATEX STANDARD 

LONGOPAC® CONTINUOUS BAG

COLLECTION SYSTEM 22 METERS 

SEMI-AUTOMATIC FILTER

A PNEU-MECHANICAL PISTON

M CLASS CONDUCTIVE

ALUMINIZED PRIMARY

CARTRIDGE FILTER 

SECONDARY HEPA FILTER

(OPTIONAL)

CYCLONE FOR INCRESED

FILTER EFFICIENCY 

WORK EFFICIENCY TECHNICAL DATDADA ASTT

SUCTION UNIT

SUPPLY PRESSURE

AIR CONSUMPTION

FILTILIL ER SHAKER

FILTILIL ER CLASS

STANDARD TT FILTILIL RATRARA ION

FILTILIL RATRARA ION OPTIONAL

AIR FLOW

MAX DEPRESSION

VACUUM VALVE

CAPACITY

DIMENSIONS

WEIGHT

VENTURI

SEMI - AUTO

2

M

M + HEPA

VENTURI

SEMI - AUTO

2

M

M + HEPA

S PN S PN MAXI

2-22 1-21

SUCTION UNIT

SUPPLY PRESSURE

AIR CONSUMPTION

FILTILIL ER SHAKER

FILTILIL ER CLASS

STANDARD TT FILTILIL RATRARA ION

FILTILIL RATRARA ION OPTIONAL

AIR FLOW

MAX DEPRESSION

VACUUM VALVE

CAPACITY

DIMENSIONS

WEIGHT

VENTURI

SEMI - AUTO

2

M

M + HEPA

SP N MAXI

1-21

MAXMIN

GENERAL DUST

FINE DUST

DUST AND SOLIDS

LIGHT AND VOLUMINOUS

DUST AND LIQUIDS

OIL METAL CHIPS

45

TYPE OF APPLICATION

   DEGREE OF SPECIFICITY

DUST

  S PN 2-22 1-21

TANGENTTT IAL INLET FOR BETTER DUSTETTER DUST

SEPARATION FROM THE FILTERLTER

IN ACCORDANCE TO ATEX STANDARD X STANDARD 

STORAGE CONTAINER

VENTURI

TANK QUICK RELEASE

FOR FAST DISPOSAL 

TANK 

SEMI-AUTOMATIC FILTER

A PNEU-MECHANICAL PISTON

cm2

STANDARD VERSION

M CLASS CONDUCTIVE ALUMVE AL INIZED 

PRIMARY CARTRIDGE FDGE FILTER 

SECONDARY HEPA FILTERLTER

(OPTIONAL)

CYCLONE FOR INCRESEDNCRES

FILTER EFFICIENCY 

M CLASS CONDUCTIVE ALUMVE AL INIZED 

PRIMARY CARTRIDGE FDGE FILTER 

SECONDARY HEPA FILTERLTER

(OPTIONAL)

CYCLONE FOR INCRESEDNCRES

FILTER EFFICIENCY 

cm2

MAXI VERSION


