
TECHNICAL DATDADA ASTTWORK EFFICIENCY

MOTORIZATORIZAORIZA ION

POWER

VOLTVOLVOL AGETT

FREQUENCY

FILTILIL ER SHAKER

FILTILIL ER CLASS

AIR FLOW

MAX DEPRESSION

VACUUM VALVE

CAPACITY

DIMENSIONS

WEIGHT

ST 22 WD

TURBINE

SEMI - AUTO

M

ST 3 WD

TURBINE

SEMI - AUTO

M

MAXMIN

GENERAL DUST

FINE DUST

DUST AND SOLIDS

LIGHT AND VOLUMINOUS

DUST AND LIQUIDS

OIL METAL CHIPSTT

CHCHIPS SEPARATION ON 

(OPTIONAL)

The ST WD WET & DRY & DRYDRY

  ST WDWD
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TYPE OF APPLICATION

DEGREE OF SPECIFICITY

OIL - METAL CHIPS

FOR FAST DISPOSAL 

SEMI-AUTOMATIC FILTER

A PNEU-MECHANA PNE ICAL PISTON

TANGENTTT IAL INLET FOR BETTER DUST

SEPARATION FROM THE FILTER

IN ACCORDANCE TO ATEX STANDARD 

STORAGE CONTAINER

M CLASS CONDUCTIVE ALUMINIZED 

PRIMARY CARTRIDGE FILTER 

SECONDARY HEPA FILTER

(OPTIONAL)

CYCLONE FOR INCRESED

FILTER EFFICIENCY 

SIDE CHANNEL TURBINE

INDUSTRIAL VACUUMS FOR THE OIL AND METAL CHIPS, TT THE RIGHT CHOICE 

FOR CLEANING MACHINERY IN MECHANICAL WORKSHOPS 

ST WD – OIL and SUBOIL

ESSENTIAL FOR ANY INDUSTRY THAT WORKS IN THE MECHANIC FIELD.
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  STAINLESS STEEL SEPARATION BASKET 

  ELECTRICAL FLOATING AND AUTOMATIC POWER OFF 

-

  POLYVALENT 

-


